T

;LWiﬂ.dow well must be
1. 13" Above Highest Grade

ko 24" MIN

Grade
13% / 8:1 Minimum

<1 33% / 3:1 Maximum

y Fence or
B Proerty LineX

Window well must be

Fence or
Proerty LineS

Mimimum Side Yard Grading _
Deviation Will Require A Plot Plan With Grading |
Including Adjacent Property Drainage Pattern

A Min. of 1" clearence is required below the
fence line from the adjoining property and
4” Min. depth to the bottom of the swale

' During Construction
Perimiter Control Is
Required. Recommend
6" Strow Waddle
Buried 2" Below
Shared Lot Line.

Minimimum side yard grading
when adjacent property is higher
than development site

A Min. of 1" clearence is
required below the fence line

|Ll‘ 3" above highest
s grade

from the adjoining property
and 4" min. depth to the

bottom of the swale

Grade

/ -

13% / 8:1 Minimum

33% / 3:1 Maximum

Window well must be
- J 3" Above Highest Grade
1

24" MIN.

- - Fenceuor'
I#“- Proerty Line)
l

Minimimum side yard grading
when adjacent property is lower
than development site

A Min. of 1" clearence is required below the
-— fence line from the adjoining property and
4" Min. depth to the bottom of the swale

During Construction Perimiter Control Is
Required. Recommend 6" Straw Waddle
Buried 2" Below Shared Lot Line.

: ;13% / 8:1 Minimum

1 ~1B3% / 3:1 Maximum
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