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STEP OUT ZONE

2'-6" MIN

36
" M

IN
.

PAVER TREE GRATE

SIDEWALK PER CCD TRANSPORTATION
STANDARDS AND DETAILS FOR THE
ENGINEERING DIVISION

COMPACTED BACKFILL
PER PROJECT SPECIFICATION

PLANTING SOIL IN
STRUCTURAL CELLS

COMPACTED AGGREGATE BASE
PER PROJECT SPECIFICATION

DRAINAGE

VERTICAL SOLID PIPE INSPECTION
CHAMBER, DRAIN COVER ON TOP, SET 2"
ABOVE TOP OF ROOT BALL FLARE

NOTES:
· STRUCTURAL CELL IS FOR REPRESENTATION PURPOSES ONLY
· TREE PLANTING PER OFFICE OF THE CITY FORESTER STANDARDS AND SPECIFICATIONS
· CONCRETE JOINTING AND SCORING OUTSIDE OPEN PLANTING AREA SHALL BE COORDINATED WITH DOTI FIELD STAFF
· STRUCTURAL CELL SOLUTIONS REQUIRE DOTI TIER II ENCROACHMENT REVIEW
· FOR ALL NEW INSTALLATIONS, AUTOMATIC IRRIGATION SYSTEMS SHALL BE PROVIDED
· INSTALLATION MAY BE IMPACTED BY THE PRESENCE OF PUBLIC OR PRIVATE UTILITIES, AND NOTHING IN THESE DETAILS SHALL

SUPERCEDE UTILITY REQUIREMENTS
· TREE GRATES ARE NOT TO BE INCLUDED AS PART OF THE PAR, PER TS+D DWG 5.0, NOTE 3.

GEOTEXTILE FABRIC
COMPACTED SUBGRADE

TO PREVENT ROOT BALL SETTLING
PLANTING SOIL

GEOTEXTILE ATTACHED TO OUTER
PERIMETER OF STRUCTURAL CELLS

CONCRETE CURB
AND GUTTER

FLUSH CURB

SECT

35
'-0

"

24
'-0

"

NARROW SIDEWALKS:
35' x 5' x 3' = 525 CUBIC FEET MIN

WIDE SIDEWALKS:
24' x 14' x 3' = 1,008 CUBIC FEET MIN

MEDIUM SIDEWALKS:
35' x 8' x 3' = 840 CUBIC FEET MIN

5'-0"
8'-0"

14'-0"

PLAN

SECTION
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NARROW SIDEWALKS:
35' x 5' x 3' = 525 CUBIC FEET MIN

WIDE SIDEWALKS:
24' x 14' x 3' = 1,008 CUBIC FEET MIN

MEDIUM SIDEWALKS:
35' x 8' x 3' = 840 CUBIC FEET MIN

5'-0"
8'-0"

14'-0"

STEP OUT ZONE
CONCRETE CURB

AND GUTTER

PAVER TREE GRATE

18" MIN
4'-0" MIN

36
" M

IN
.

SIDEWALK PER CCD TRANSPORTATION
STANDARDS AND DETAILS FOR THE
ENGINEERING DIVISION

COMPACTED BACKFILL
PER PROJECT SPECIFICATION

PLANTING SOIL IN STRUCTURAL CELLS

DRAINAGE
COMPACTED SUBGRADE

TO PREVENT ROOT BALL SETTLING

GEOTEXTILE FABRIC

VERTICAL SOLID PIPE INSPECTION
CHAMBER, DRAIN COVER ON TOP, SET 2"
ABOVE TOP OF ROOT BALL FLARE

GEOTEXTILE ATTACHED TO OUTER
PERIMETER OF STRUCTURAL CELLS

COMPACTED AGGREGATE BASE
PER PROJECT SPECIFICATION

PLANTING SOIL
NOTES:
· STRUCTURAL CELL IS FOR REPRESENTATION PURPOSES ONLY
· TREE PLANTING PER OFFICE OF THE CITY FORESTER STANDARDS AND SPECIFICATIONS
· CONCRETE JOINTING AND SCORING OUTSIDE OPEN PLANTING AREA SHALL BE COORDINATED WITH DOTI FIELD STAFF
· STRUCTURAL CELL SOLUTIONS REQUIRE DOTI TIER II ENCROACHMENT REVIEW
· FOR ALL NEW INSTALLATIONS, AUTOMATIC IRRIGATION SYSTEMS SHALL BE PROVIDED
· INSTALLATION MAY BE IMPACTED BY THE PRESENCE OF PUBLIC OR PRIVATE UTILITIES, AND NOTHING IN THESE DETAILS SHALL

SUPERCEDE UTILITY REQUIREMENTS
· TREE GRATES ARE NOT TO BE INCLUDED AS PART OF THE PAR, PER TS+D DWG 5.0, NOTE 3.
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SECT

NARROW SIDEWALKS:
35' x 5' x 3' = 525 CUBIC FEET MIN

WIDE SIDEWALKS:
24' x 14' x 3' = 1,008 CUBIC FEET MIN

MEDIUM SIDEWALKS:
35' x 8' x 3' = 840 CUBIC FEET MIN

5'-0"
8'-0"
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STEP OUT ZONE
CONCRETE CURB

AND GUTTER
WIDTH VARIES

TREE GRATE

SIDEWALK PER CCD TRANSPORTATION
STANDARDS AND DETAILS FOR THE
ENGINEERING DIVISION

36
" M

IN
.

PLANTING SOIL IN STRUCTURAL
CELLS

GEOTEXTILE ATTACHED TO OUTER
PERIMETER OF STRUCTURAL CELLS

ADJACENT PLANTING AREA.

DRAINAGE
PLANTING SOIL

COMPACTED SUBGRADE
TO PREVENT ROOT BALL SETTLING

GEOTEXTILE FABRIC

VERTICAL SOLID PIPE INSPECTION
CHAMBER, DRAIN COVER ON TOP, SET
2" ABOVE TOP OF ROOT BALL FLARE

COMPACTED AGGREGATE BASE
PER PROJECT SPECIFICATION

NOTES:
· STRUCTURAL CELL IS FOR REPRESENTATION PURPOSES ONLY
· TREE PLANTING PER OFFICE OF THE CITY FORESTER STANDARDS AND SPECIFICATIONS
· CONCRETE JOINTING AND SCORING OUTSIDE OPEN PLANTING AREA SHALL BE COORDINATED WITH DOTI FIELD STAFF
· STRUCTURAL CELL SOLUTIONS REQUIRE DOTI TIER II ENCROACHMENT REVIEW
· FOR ALL NEW INSTALLATIONS, AUTOMATIC IRRIGATION SYSTEMS SHALL BE PROVIDED
· INSTALLATION MAY BE IMPACTED BY THE PRESENCE OF PUBLIC OR PRIVATE UTILITIES, AND NOTHING IN THESE DETAILS SHALL
       SUPERCEDE UTILITY REQUIREMENTS
· TREE GRATES ARE NOT TO BE INCLUDED AS PART OF THE PAR, PER TS+D DWG 5.0, NOTE 3.
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STEP OUT ZONE
CONCRETE CURB

AND GUTTER

SIDEWALK PER CCD TRANSPORTATION
STANDARDS AND DETAILS FOR THE
ENGINEERING DIVISION

COMPACTED BACKFILL
PER PROJECT SPECIFICATION

GEOTEXTILE ATTACHED TO OUTER
PERIMETER OF STRUCTURAL CELLS
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PLANTING SOIL IN STRUCTURAL CELLS

COMPACTED AGGREGATE BASE
PER PROJECT SPECIFICATION

DRAINAGE

VERTICAL SOLID PIPE INSPECTION
CHAMBER, DRAIN COVER ON TOP, SET
2" ABOVE TOP OF ROOT BALL FLARE

GEOTEXTILE FABRIC
COMPACTED SUBGRADE

TO PREVENT ROOT BALL SETTLING
PLANTING SOIL

NOTES:
· STRUCTURAL CELL IS FOR REPRESENTATION PURPOSES ONLY
· TREE PLANTING PER OFFICE OF THE CITY FORESTER STANDARDS AND SPECIFICATIONS
· CONCRETE JOINTING AND SCORING OUTSIDE OPEN PLANTING AREA SHALL BE COORDINATED WITH DOTI FIELD STAFF
· STRUCTURAL CELL SOLUTIONS REQUIRE DOTI TIER II ENCROACHMENT REVIEW
· FOR ALL NEW INSTALLATIONS, AUTOMATIC IRRIGATION SYSTEMS SHALL BE PROVIDED
· INSTALLATION MAY BE IMPACTED BY THE PRESENCE OF PUBLIC OR PRIVATE UTILITIES, AND NOTHING IN THESE DETAILS SHALL

SUPERCEDE UTILITY REQUIREMENTS
· TREE GRATES ARE NOT TO BE INCLUDED AS PART OF THE PAR, PER TS+D DWG 5.0, NOTE 3.
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MEDIUM SIDEWALKS:
35' x 8' x 3' = 840 CUBIC FEET MIN
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35' x 5' x 3' = 525 CUBIC FEET MIN
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24' x 14' x 3' = 1,008 CUBIC FEET MIN

MEDIUM SIDEWALKS:
35' x 8' x 3' = 840 CUBIC FEET MIN
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CONCRETE CURB
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8'-0" TYP.2'-6" MIN
5'-6" MIN
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.

VERTICAL SOLID PIPE INSPECTION
CHAMBER, DRAIN COVER ON TOP, SET
2" ABOVE TOP OF ROOT BALL FLARE

COMPACTED BACKFILL
PER PROJECT SPECIFICATION

PLANTING SOIL IN STRUCTURAL
CELLS

COMPACTED AGGREGATE BASE
PER PROJECT SPECIFICATION

DRAINAGE
PLANTING SOIL

COMPACTED SUBGRADE
TO PREVENT ROOT BALL SETTLING

GEOTEXTILE FABRIC

SIDEWALK PER CCD TRANSPORTATION
STANDARDS AND DETAILS FOR THE
ENGINEERING DIVISION
GEOTEXTILE ATTACHED TO OUTER
PERIMETER OF STRUCTURAL CELLS

NOTES:
· STRUCTURAL CELL IS FOR REPRESENTATION PURPOSES ONLY
· TREE PLANTING PER OFFICE OF THE CITY FORESTER STANDARDS AND SPECIFICATIONS
· CONCRETE JOINTING AND SCORING OUTSIDE OPEN PLANTING AREA SHALL BE COORDINATED WITH DOTI FIELD STAFF
· STRUCTURAL CELL SOLUTIONS REQUIRE DOTI TIER II ENCROACHMENT REVIEW
· FOR ALL NEW INSTALLATIONS, AUTOMATIC IRRIGATION SYSTEMS SHALL BE PROVIDED
· INSTALLATION MAY BE IMPACTED BY THE PRESENCE OF PUBLIC OR PRIVATE UTILITIES, AND NOTHING IN THESE DETAILS SHALL

SUPERCEDE UTILITY REQUIREMENTS
· TREE GRATES ARE NOT TO BE INCLUDED AS PART OF THE PAR, PER TS+D DWG 5.0, NOTE 3.
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PLAN
DETAIL 1.1 IS USED AS BASIS OF DESIGN

PROVIDE STRUCTURAL CELLS FOR LENGTHS LESS
THAN 20' BETWEEN LIMITS OF STRUCTURALS. PER PROJECT

SPECIFIC PANTING DETAIL
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.

REFERENCE
ADDITIONAL
SUSPENDED
PAVEMENT DETAILS
FOR PROJECT
REQUIREMENTS

SUSPENDED PAVEMENT SYSTEM
OR STRUCTURAL BOX. HEIGHT AND
WIDTH VARIES,PER PROJECT
SPECIFICATION

COMPACTED AGGREGATE BASE.
PER PROJECT SPECIFCIATOIN

H
EI

G
H

T 
C

O
N

SI
ST

EN
T 

W
IT

H
TH

E 
PR

O
JE

C
T 

SP
EC

IF
IC

PL
AN

TI
N

G
 D

ET
AI

LS

NOTES:
· STRUCTURAL CELL IS FOR REPRESENTATION PURPOSES ONLY
· TREE PLANTING PER OFFICE OF THE CITY FORESTER STANDARDS AND SPECIFICATIONS
· CONCRETE JOINTING AND SCORING OUTSIDE OPEN PLANTING AREA SHALL BE COORDINATED WITH PW FIELD STAFF
· STRUCTURAL SOLUTIONS REQUIRE DOTI TIER II ENCROACHMENT REVIEW
· FOR ALL NEW INSTALLATIONS, AUTOMATIC IRRIGATION SYSTEMS SHALL BE PROVIDED
· INSTALLATION MAY BE IMPACTED BY THE PRESENCE OF PUBLIC OR PRIVATE UTILITIES, AND NOTHING IN THESE DETAILS SHALL

SUPERCEDE UTILITY REQUIREMENTS
· TREE GRATES ARE NOT TO BE INCLUDED AS PART OF THE PAR, PER TS+D DWG 5.0, NOTE 3.
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PROVIDE STRUCTURAL CELLS FOR LENGTHS LESS
THAN 20' BETWEEN LIMITS OF STRUCTURALS. PER PROJECT

SPECIFIC PANTING DETAIL
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